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1 Product Description

Silver metallized BOPP label material is a polypropylene film facestock with a vacuum-metallized silver surface,
combining a bright metallic effect with waterproof, tear-resistant film performance. It suits premium cosmetics,
beverage and personal-care labels facing moisture.

2 Construction

Layer Description Caliper (um) Grammage
(8/m?)
50

Face material Metallized silver BOPP, top-coated

Adhesive Permanent acrylic, water-based ~20 20
Release liner White glassine, silicone-coated 55 62
Total (approx.) Complete construction ~130 ~132

3 Face Material Properties

Property Typical value Test method

Material Metallized silver BOPP —
Thickness 55 um ISO 534
Grammage 50 g/m? 1SO 536
Finish Bright or matte metallic —
Surface Top-coated over metallised base —
Water resistance Waterproof —

4 Adhesive Properties

Property Typical value Test method

Adhesive type Permanent acrylic, water-based emulsion —
Coat weight 20 g/m? —
Peel adhesion, 180°, steel, 20 min 8.0 N/25 mm FINAT FTM 1
Peel adhesion, 180°, steel, 24 h 11.0 N/25 mm FINAT FTM 1
Loop tack, stainless steel 9.5N/25 mm FINAT FTM 9
Shear resistance (25x25 mm, 1 kg) >24h FINAT FTM 8
Minimum application temperature +5°C —
Service temperature range -20°Cto +80°C —

Adhesive performance depends on substrate, surface condition, application pressure and dwell time. Values are measured on
standard test panels under laboratory conditions.

5 Release Liner Properties

Property Typical value Test method

Material White glassine, silicone-coated —

Thickness 55 um ISO 534
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Property Typical value Test method

Grammage 62 g/m? 1SO 536
Release level Light-medium FINAT FTM 3
Colour White —

6 Recommended Applications & Substrates

Recommended for premium metallic-look labels needing moisture resistance:
® Cosmetics and personal care
® Beverages and spirits
® Premium retail

7 Printing & Converting Compatibility

Compatible with UV flexo, water-based and solvent flexo, offset, screen, UV inkjet and HP Indigo (with compatible
primer), and thermal transfer with a resin ribbon on TT-coated grades. Pre-test inks, varnishes and process conditions
before production.

8 Storage & Shelf Life

Store in the original packaging at 20-23 °C and 50-55 % relative humidity, away from direct sunlight and heat sources.
Shelf life is 12 months from the date of manufacture.

9 Compliance & Certifications

e Manufactured under ISO 9001 (Quality Management) and ISO 14001 (Environmental Management) systems.

® Food-contact adhesive grades available on request (specify applicable regulation, e.g. EU 10/2011 or FDA 21
CFR 175.105).

® REACH and RoHS conformity statements available on request.

10 Available Formats & Ordering

I

Formats Jumbo rolls - log rolls - finished slit rolls

Core size 76 mm (3") / 25 mm (1")

Maximum width Up to 1,600 mm

Minimum order quantity From 1 jumbo roll (stock); 3,000-5,000 m? (custom)
Typical lead time 7-15 days after artwork & spec confirmation

11 Disclaimer

The values in this data sheet are typical values obtained under laboratory conditions and are provided for guidance only. They do not
constitute a specification and may vary within normal production tolerances. As end-use conditions are beyond our control, the
customer is responsible for testing and validating the product's suitability for their specific application, substrate and process before
use. AllinLabel accepts no liability for results obtained or for infringement of third-party rights. Information is subject to change
without notice.

MANUFACTURER & CONTACT

AllinLabel — Wenzhou All-In Packaging Technology Co., Ltd.

Wenzhou, Zhejiang, China
www.allinlabel.com - sales@allinlabel.com - Tel: 0086-15858889399
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